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Watts

Élément chauffant 

Heating element Devant 

Front

Protection thermique 

Hi-limit

Longueur du produit 

Product length

120V 208V 240V 277V 347V 480V 600V m m po/in.

300 4001000107 4001000108 4001000109 - - - - 2251000500DS* PRT27 600 23 5/8

450 4001000005 4001000013 4001000027 4001000034 4001000041 - - 2251000501DS* PRT39 900 35 7/16

600 4001000006 4001000014 4001000028 4001000035 4001000042 - - 2251000502DS* PRT77 1200 47 1/4

750 4001000007 4001000016 4001000029 4001000036 4001000043 4001000048 4001000053 2251000503DS* PRT31 1500 59 1/16

900 4001000008 4001000023 4001000030 4001000037 4001000044 4001000049 4001000054 2251000504DS* PRT78 1800 70 7/8

1050 4001000009 4001000024 4001000031 4001000038 4001000045 4001000050 4001000055 2251000505DS* PRT79 2100 82 11/16

1200 4001000010 4001000025 4001000032 4001000039 4001000046 4001000051 4001000056 2251000506DS* PRT80 2400 94 1/2

1350 4001000011 4001000026 4001000033 4001000040 4001000047 4001000052 4001000057 2251000507DS* PRT81 2700 106 5/16
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